
3 Model/Lineup

Model specification item

WA 750

　

ISB Standard 
specification

ISPB High-precision 
specification

WXM Standard

WXMX With intermediary 
support

WA Battery-less 
absolute

750 750W N No cable
S 3m
M 5m

X□□ Specified length (max. 20m)

A1 Cable exit from the left side
A3 Cable exit from the right side
AQ AQ seal (standard equipment) *1
B Brake

EB Hanging bracket

HLA High payload setting *2

L Home limit switch
LM Specify master axis
NM Non-motor end specification

S Specify slave axis
W Double slider specification

T2

SCON
SSEL
XSEL-P/Q
XSEL-RA/SA

T4
RCON
RSEL

<IS(P)B-WXM>
50 50mm

25 25mm

10 10mm

<IS(P)B-WXMX>
50 50mm

25 25mm

<IS(P)B-WXM>

100 100mm

~ ~

1300 1300mm

<IS(P)B-WXMX>

900 900mm

~ ~

3000 3000mm

(Every 50mm)

*1  Make sure to specify in the option column of the 
model specification item.

*2  Only the ISPB-WXM Lead 10 can be selected.

*  Robot cable
* When ordering a cable longer than 

20m up to 30m, specify “N” in the 
cable length of the actuator type, 
and separately order the cable.
Refer to P. 18 for the model code 
to order.

Series Type StrokeEncoder 
type 

Applicable 
controller

Motor type Cable 
length

Lead Options

Product lineup

Type Main unit 
width

Motor 
output (W) Lead (mm)

Positioning 
repeatability 

(mm)

Stroke 
(mm)

Max. speed 
(mm/s)

Max. 
payload 

(kg) 

Specification/
drawing

IS(P)B

WXM

198mm

750

50

±0.01

[±0.005]

100~1300

(every 50mm)

2500 Horizontal 80
Vertical 14

P.5~8

25 1250 Horizontal 160
Vertical 32

10 600 Horizontal 200
Vertical 65

10
(High payload setting) 600 Horizontal 400

Vertical 80

WXMX

198mm

750

50
±0.01

[±0.005]

900~3000

(every 50mm)

2500 Horizontal 80
Vertical 14

P.9~12

25 1250 Horizontal 1600
Vertical 32

* Values in the [ ] are for the ISPB.


